
 소공연장 무대기계장치 제원표         

No. DESCRIPTION DIMENSIONS Q’ty POWER SPEED
(m/min)

CONTROL
TYPE DRIVING TYPE REMARK

1 PLACARD BATTEN 8,000L 1 2.25KW × 4P 12 MOTORIZE WINCH TYPE PLACARD BOARD(8,000L × 900H) 

2 APRON TOP LIGHT BATTEN 8,000L 1 2.25KW × 4P 12 MOTORIZE WINCH TYPE

3 CONTOUR CURTAIN 11,700L x 7,500H 1 2.25KW × 4P 18 MOTORIZE WINCH TYPE

4 No.1~6 SET BATTEN 11,400L 6 2.25KW × 4P 18 MOTORIZE WINCH TYPE

5 No.1~2 SUSPENSION LIGHT BATTEN 11,400L 2 2.25KW × 4P 12 MOTORIZE WINCH TYPE

6 DRAW CURTAIN 13,000L x 7,000H 1
2.25KW × 4P 18 MOTORIZE WINCH TYPE UP-DOWN
0.4KW x 4P 24 MOTORIZE WINCH TYPE OPEN-COLSE

7 ROLL SCREEN 6,000L x 6,800H 1
2.25KW × 4P 12 MOTORIZE WINCH TYPE UP-DOWN

400W 6 MOTORIZE WINCH TYPE ROLL

8 UPPER HORIZONT LIGHT BATTEN 11,400L 1 2.25KW × 4P 12 MOTORIZE WINCH TYPE WITH HEAD CURTAIN(11,400L × 2,000H)

9 HORIZONT CURTAIN 13,000L x 7,000H 1 2.25KW × 4P 12 MOTORIZE WINCH TYPE

10 CEILING LIGHT BATTEN 11,400L 1 2.25KW × 4P 12 MOTORIZE WINCH TYPE

11 VIDEO PROJECTOR LIFT - 1 400W 6 MOTORIZE WINCH TYPE

12 FRONT SCREEN 9,000L x 6,800H 1 2.2KW × 4P MOTORIZE WINCH TYPE

MAIN POWER PANEL

MOTOR CONTROL PANEL

MOTOR CONTROL CONSOLE

TOTAL 25.9 Kw MAIN MCCB 104AF/50AT (수용률 80%)


